ReaderTT.config = {"pagecount":17,"title":"(anonymous)","author":"(anonymous)","subject":"(unspecified)","keywords":"version de mwlib : 0.15.12, version de mwlib.rl : 0.14.4, version de mwlib.ext : 0.13.1","creator":"(unspecified)","producer":"ReportLab PDF Library - www.reportlab.com","creationdate":"D:20140718144432+00'00'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Soudage/Conception d'un assemblage soudé","page":1,"zoom":"XYZ 726 1203 0","children":[{"title":"Choix du mode d'assemblage ","page":1,"zoom":"XYZ 361 843 0"},{"title":"Choix du mode de soudage ","page":2,"zoom":"XYZ 340 1127 0","children":[{"title":"Choix de l'acier ","page":3,"zoom":"XYZ 219 868 0"}]},{"title":"Communication technique ","page":4,"zoom":"XYZ 337 1026 0"},{"title":"Conception du cordon de soudure ","page":5,"zoom":"XYZ 404 325 0","children":[{"title":"Soudure bord-à-bord ","page":6,"zoom":"XYZ 263 1107 0"},{"title":"Soudure d'angle ","page":7,"zoom":"XYZ 223 1197 0"},{"title":"Dimensionnement d'une soudure ","page":7,"zoom":"XYZ 353 888 0","children":[{"title":"Traction sur une soudure bout-à-bout en vé ","page":7,"zoom":"XYZ 380 711 0"},{"title":"Cisaillement d'une soudure d'angle ","page":8,"zoom":"XYZ 325 1104 0"},{"title":"Étude d'une oreille de levage ","page":8,"zoom":"XYZ 283 595 0"},{"title":"Prise en compte des moments ","page":10,"zoom":"XYZ 287 829 0"},{"title":"Cordons de soudure multiples ","page":11,"zoom":"XYZ 291 780 0"},{"title":"Étude de la liaison d'un pied sur une cuve ","page":12,"zoom":"XYZ 367 1196 0"}]},{"title":"Normes de calcul des soudures ","page":14,"zoom":"XYZ 335 765 0","children":[{"title":"Acier \u2014 norme Afnor NF P 22-470 (1989) ","page":14,"zoom":"XYZ 369 396 0"},{"title":"Acier \u2014 Eurocode 3 (1993) ","page":15,"zoom":"XYZ 273 1196 0"},{"title":"Alliage d'aluminium \u2014 Eurocode 9 (1999) ","page":15,"zoom":"XYZ 371 754 0"}]}]},{"title":"Notes et références ","page":16,"zoom":"XYZ 267 823 0"}]},{"title":"Licence","page":17,"zoom":"XYZ 205 460 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
