ReaderTT.config = {"pagecount":24,"title":"1147-FR.vp","author":"cgalichet","subject":"","keywords":"","creator":"PDFCreator Version 0.9.8","producer":"GPL Ghostscript 8.64","creationdate":"D:20100111172148+01'00'","moddate":"D:20140825163154+02'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"SOMMAIRE","page":1,"zoom":"XYZ 0 7638 0","children":[{"title":"Présentation du matériel p. 3","page":3,"zoom":"XYZ 0 7638 0","children":[{"title":"Colisage p. 3","page":3,"zoom":"XYZ 0 7638 0"},{"title":"Matériel en option p. 3","page":3,"zoom":"XYZ 0 7638 0"},{"title":"Caractéristiques générales p. 4","page":4,"zoom":"XYZ 0 7638 0"},{"title":"Descriptif de l\u2019appareil p. 7","page":7,"zoom":"XYZ 0 7638 0"},{"title":"Principe de fonctionnement p. 8","page":8,"zoom":"XYZ 0 7638 0"}]},{"title":"Instructions pour l\u2019installateur p. 9","page":9,"zoom":"XYZ 0 7638 0","children":[{"title":"Conditions réglementaires d\u2019installation et d\u2019entretien p. 9","page":9,"zoom":"XYZ 0 7638 0"},{"title":"Local d\u2019implantation p. 9","page":9,"zoom":"XYZ 0 7638 0"},{"title":"Conduit de raccordement ventouseC13, C33 p. 9","page":9,"zoom":"XYZ 0 7638 0"},{"title":"Montage de la ventouse p. 9","page":9,"zoom":"XYZ 0 7638 0","children":[{"title":"Ventouse concentrique horizontale C13 p. 9","page":9,"zoom":"XYZ 0 7638 0"},{"title":"Ventouse concentrique verticale C33 p. 12","page":12,"zoom":"XYZ 0 7638 0"}]},{"title":"Porte de foyer réversible p. 12","page":12,"zoom":"XYZ 0 7638 0"},{"title":"Raccordements hydrauliques p. 13","page":13,"zoom":"XYZ 0 7638 0","children":[{"title":"Raccordement de la chaudière au circuit de chauffage (circuit 1 ou circuit 2) p. 13","page":13,"zoom":"XYZ 0 7638 0"},{"title":"Raccordement de la chaudière au circuit sanitaire p. 13","page":13,"zoom":"XYZ 0 7638 0"}]},{"title":"Raccordement de l\u2019alimentation fioul p. 13","page":13,"zoom":"XYZ 0 7638 0"},{"title":"Raccordements électriques p. 14","page":14,"zoom":"XYZ 0 7638 0"},{"title":"Vérifications et mise en service p. 14","page":14,"zoom":"XYZ 0 7638 0"},{"title":"Mise au point du brûleur p. 17","page":17,"zoom":"XYZ 0 7638 0","children":[{"title":"Réglage des électrodes p. 17","page":17,"zoom":"XYZ 0 7638 0"},{"title":"Réglage de l\u2019air de combustion p. 17","page":17,"zoom":"XYZ 0 7638 0"}]},{"title":"Entretien de l\u2019installation p. 18","page":18,"zoom":"XYZ 0 7638 0","children":[{"title":"Entretien de l\u2019échangeur thermique p. 18","page":18,"zoom":"XYZ 0 7638 0"},{"title":"Entretien du brûleur p. 18","page":18,"zoom":"XYZ 0 7638 0"},{"title":"Entretien du ballon p. 18","page":18,"zoom":"XYZ 0 7638 0"},{"title":"Entretien du conduit ventouse p. 18","page":18,"zoom":"XYZ 0 7638 0"},{"title":"Entretien des appareils de sécurité p. 18","page":18,"zoom":"XYZ 0 7638 0"}]}]},{"title":"Instructions pour l\u2019utilisateur p. 19","page":19,"zoom":"XYZ 0 7638 0","children":[{"title":"Première mise en service p. 19","page":19,"zoom":"XYZ 0 7638 0"},{"title":"Mise en route de la chaudière p. 19","page":19,"zoom":"XYZ 0 7638 0"},{"title":"Conduite de l\u2019installation p. 20","page":20,"zoom":"XYZ 0 7638 0"},{"title":"Sécurité chaudière p. 20","page":20,"zoom":"XYZ 0 7638 0"},{"title":"Sécurité brûleur p. 20","page":20,"zoom":"XYZ 0 7638 0"},{"title":"Arrêt de la chaudière et du brûleur p. 20","page":20,"zoom":"XYZ 0 7638 0"},{"title":"Purge du corps de chauffe p. 21","page":21,"zoom":"XYZ 0 7638 0"},{"title":"Vidange de la chaudière p. 21","page":21,"zoom":"XYZ 0 7638 0"},{"title":"Contrôles réguliers p. 21","page":21,"zoom":"XYZ 0 7638 0"},{"title":"Entretien p. 21","page":21,"zoom":"XYZ 0 7638 0"}]},{"title":"Pièces détachées p. 21","page":21,"zoom":"XYZ 0 7638 0"},{"title":"Conditions de Garantie p. 24","page":24,"zoom":"XYZ 0 7638 0"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
