ReaderTT.config = {"pagecount":43,"title":"","author":"Chihaoui kamel","subject":"","keywords":"","creator":"Calc","producer":"LibreOffice 4.2","creationdate":"D:20160523230934Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[1286,909],[1286,909],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Pompes Immergées","page":1,"zoom":"XYZ 0 1286 0"},{"title":"Pompes Horizontaux","page":11,"zoom":"XYZ 0 1286 0"},{"title":"Armoires électriques","page":23,"zoom":"XYZ 0 909 0"},{"title":"VANNES, CLAPETS et JOINTS","page":25,"zoom":"XYZ 0 1286 0"},{"title":"Réservoir Hydropneumatique+comp","page":31,"zoom":"XYZ 0 1286 0"},{"title":"Colonnes Montantes et conduites","page":35,"zoom":"XYZ 0 1286 0"},{"title":"Instruments de mesure","page":37,"zoom":"XYZ 0 1286 0"},{"title":"Variateurs de Vitesse","page":43,"zoom":"XYZ 0 1286 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
