ReaderTT.config = {"pagecount":43,"title":"","author":"SWEI","subject":"","keywords":"","creator":"Writer","producer":"LibreOffice 7.2","creationdate":"D:20220207024748Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"3.1 Horloge temps réel DS1307","page":10,"zoom":"XYZ 140 1056 0"},{"title":"3.2 Clavier matriciel 3x4","page":10,"zoom":"XYZ 140 581 0"},{"title":"3.3 Ecran LCD rétro éclairé 16x2","page":12,"zoom":"XYZ 140 1116 0"},{"title":"3.4 Arduino","page":12,"zoom":"XYZ 140 582 0","children":[{"title":"Remerciements","page":2,"zoom":"XYZ 86 1107 0"},{"title":"Sommaire","page":3,"zoom":"XYZ 86 1107 0"},{"title":"Table des Illustrations","page":5,"zoom":"XYZ 86 1107 0"}]},{"title":"4.3.1 Introduction","page":6,"zoom":"XYZ 194 1116 0","children":[{"title":"4.3.2 Le projet","page":8,"zoom":"XYZ 194 1116 0","children":[{"title":"4.3.3 Définition générale du projet","page":8,"zoom":"XYZ 194 1065 0","children":[{"title":"4.3.4 Fonctionnement envisagé","page":8,"zoom":"XYZ 194 849 0","children":[{"title":"4.3.5 Cahier des charges","page":8,"zoom":"XYZ 194 416 0","children":[{"title":"4.3.6 Equipement","page":10,"zoom":"XYZ 194 1116 0","children":[{"title":"4.3.7 Arduino Mega","page":13,"zoom":"XYZ 194 1126 0","children":[{"title":"4.3.8 IDE Arduino","page":14,"zoom":"XYZ 194 1126 0","children":[{"title":"4.3.9 Etude et implémentation","page":15,"zoom":"XYZ 194 1116 0","children":[{"title":"4.3.10 Communication I2C","page":15,"zoom":"XYZ 194 1065 0","children":[{"title":"4.3.11 Horloge temps réel DS1307","page":16,"zoom":"XYZ 194 955 0","children":[{"title":"4.3.12 Acquisition appui clavier","page":19,"zoom":"XYZ 194 359 0","children":[{"title":"4.3.13 Utilisation des touches","page":20,"zoom":"XYZ 194 153 0"},{"title":"4.3.14 Ecran LCD rétro éclairé","page":22,"zoom":"XYZ 194 1126 0","children":[{"title":"4.3.15 Gestion ouverture/fermeture","page":28,"zoom":"XYZ 194 1107 0","children":[{"title":"4.3.16 Gestion de la batterie","page":31,"zoom":"XYZ 194 1032 0","children":[{"title":"Résumé anglais","page":32,"zoom":"XYZ 86 1107 0"},{"title":"Bilan et perspectives","page":33,"zoom":"XYZ 86 1107 0"},{"title":"Conclusion","page":34,"zoom":"XYZ 86 1107 0"},{"title":"Bibliographie et Webographie","page":35,"zoom":"XYZ 86 1107 0"},{"title":"Lexique","page":36,"zoom":"XYZ 86 1107 0"},{"title":"Annexe","page":38,"zoom":"XYZ 86 1107 0"},{"title":"4.3.17 Brochage DS1307","page":38,"zoom":"XYZ 194 1056 0","children":[{"title":"4.3.18 Code de scrutation de l\u2019appui clavier","page":38,"zoom":"XYZ 194 632 0","children":[{"title":"4.3.19 Code d\u2019action après appui clavier","page":39,"zoom":"XYZ 194 1031 0","children":[{"title":"4.3.20 Script python","page":41,"zoom":"XYZ 194 665 0","children":[{"title":"4.3.21 Fonction de synchronisation","page":42,"zoom":"XYZ 194 463 0"}]}]}]}]}]}]}]}]}]}]}]}]}]}]}]}]}]}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
