ReaderTT.config = {"pagecount":51,"title":"OFDM : principe et applications","author":"Philippe Ciblat","subject":"","keywords":"","creator":"LaTeX with beamer class version 3.01","producer":"dvips + GPL Ghostscript 8.62","creationdate":"D:20121213083648+01'00'","moddate":"D:20121213083648+01'00'","trapped":"","fileName":"document.pdf","bounds":[[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415],[554,415]],"bookmarks":[{"title":"IES","page":-1,"zoom":""},{"title":"Principe de l'OFDM","page":-1,"zoom":""},{"title":"Détection en OFDM","page":-1,"zoom":""},{"title":"Allocation en OFDM","page":-1,"zoom":""},{"title":"","page":-1,"zoom":""}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
